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MULTI SOCKET

2P+E-16A-(S30-GERMAN) WHITE

6x2P+E-16A-(GERMAN)

 

IEC 60884-2-7 (2011)

DIRECTIVE RoHS 2011/65/EU

Low voltage direct. 2014/35/EU

GENERAL CHARACTERISTICS

Commercial Series SICURA Series

Synthetical description MULTI SOCKET

TECHNICAL CHARACTERISTICS

Rated current 16A

Poles 2P+E

Rated voltage 250V

Type of plugs 2P+E-16A-(S30-GERMAN)

Abbreviation of individuation PDE16

Type of sockets 6x2P+E-16A-(GERMAN)

Max power MAX 3.600W

PHYSICAL CHARACTERISTICS

Material ENGINEERING PLASTIC

Colour WHITE

DIMENSIONAL CHARACTERISTICS

No. of available outlets 6 NR

Cable length 5m

OPTIONS & VARIOUS NOTES

Options With cable and plug

EN - 6 December 2025

www.scame.com

scame@scame.com

SCAME PARRE S.p.A

Via Costa Erta, 15 - 24020 Parre (BG) Italy - +39 035 705000

https://techsheet.scame.com/Download/dms/marchi/russia%20eac%20new/220912-00630.pdf
https://techsheet.scame.com/Download/dms/marchi/m001.pdf
https://www.scame.com
mailto:scame@scame.com

